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c - Bolt, machine 
 
Applicable Specification:  ANSI C135.1, "Standards for Galvanized Steel Bolts and Nuts" except that the 

lengths are in the ranges given below. 
 
 
Applicable Sizes: 1/2 inch diameter, 6 through 10 inch length 
 5/8 inch diameter, 6 through 24 inch length 
 3/4 inch diameter, 6 through 26 inch length 
 7/8 inch diameter, 6 through 28 inch length 
 
The following manufacturers have shown compliance with the applicable specifications for machine 
bolts: 
 

 Dixie Electrical Manufacturing Company 
 Hughes Brothers 

* Joslyn Manufacturing Company 
 Kortick Manufacturing Company 
 MacLean (Continental) 

* Portland Bolt & Manufacturing Company 
 The Rockford Bolt & Steel Company 
 Steel City Bolt & Screw Co., Inc. 
  

 
 
*"Static proof" design available. 
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u - Deadend for galvanized steel guy strand 
 
 

Strand Size: 1/4" 9/32" 5/16" 3/8" 7/16" 
      

Automatic 
      
MacLean (Reliable) 

Bail for thimble eye 
Bail for guy insulator 

 
5100 
5150 

 
5201 
5251 

 
5201 
5251 

 
5102 
5152 

 
5103 
5153 

      
Formed Type 

      
      
Alcoa Conductor 

Accessories 
For standard guy* 

 
 
 

GYDEGB061 

 
 
 

GYDEGB071 

 
 
 

GYDEGB079 

 
 
 

GYDEGB091 

 
 
 

GYDEGB110 
      
Dulmison 

For standard guy* 
 

SGG-0610 
 

SGG-710 
 

SGG-0790 
 

SGG-0915 
 

SGG-1105 
      
Florida Wire & Cable 

For standard guy* 
 

FLA 1300 
 

FLA 1400 
 

FLA 1500 
 

FLA 1600 
 

FLA 1700 
      
Helical Line Products 

For standard guy* 
 

HG-207-1/4" 
 

HG-208-9/32" 
 

HG-209-5/16" 
 

HG-210-3/8" 
 

HG-211-7/16" 
      
Hubbell (Chance) 

For standard guy* 
For wrapped guy 

 
1/4 CTLG 

1/4 GSC-C 

 
9/32 CTLG 

9/32 CTLG-C 

 
5/16 CTLG 

5/16 GSC-C 

 
3/8 CTLG 

3/8 GSC-C 

 
7/16 CTLG 

7/16 GSC-C 
      
Payer Industries 

For standard guy* 
 

25-GNBS 
 
- 

 
30-GNBS 

 
35-GNBS 

 
38-GNBS 

      
Preformed Line Products 

For standard guy* 
For wrapped guy 

 
GDE-1104 
WGL-2100 

 
GDE-1105 
WGL-2101 

 
GDE-1106 
WGL-2102 

 
GDE-1107 
WGL-2103 

 
GDE-1108 
WGL-2104 

      
 

*Class B galvanizing.  When guy wire has Class C galvanizing, formed deadend should also have 
Class C galvanizing. 

 
 



 
u - Deadend for aluminum clad steel guy strand 

 
Strand Size 3#10 

(4M) 
7#12 
(6M) 

7#11 
(8M) 

7#10 
(10M) 

7X.110" 
(11.5M) 

7#9 
(12.5M) 

7X.121" 
(14M) 

7#8 
(16M) 

7X.148" 
(20M) 

          
Formed Type 

Aluminum-Clad Steel Guy Strand 
 

Alcoa Conductor 
Accessories  
For standard guy 

 
 

GYDEAW055 

 
 

GYDEAW060 

 
 

GYDEAW068 

 
 

GYDEAW077 

 
 

GYDEAW082 

 
 

GYDEAW087 

 
 

GYDEAW090 

 
 

GYDEAW096 

 
 

GYDEAW112 

          
Dulmison 
For standard guy 

 
AWGG 0555 

 
AWGG 0600 

 
AWGG 0685 

 
AWGG 0770 

 
AWGG 0825 

 
AWGG 0870 

 
AWGG 0905 

 
AWGG 0965 

 
AWGG1125 

          
Helical Line Products 
For standard guy 

 
- 

 
HG517-6M 

 
HG519-8M 

 
HG521-10M 

 
- 

 
HG523-12.5M 

 
HG524-14M 

 
HG525-16M 

 
HG528-20M 

          
Hubbell (Chance) 
For standard guy 

 
- 

 
6M-AWTLG 

 
8M-AWTLG 

 
10M-AWTLG 

 
- 

 
12.5M-AWTLG 

 
- 

 
- 

 
- 

          
Preformed Line Products 
For standard guy 

 
AWDE-4108 

 
AWDE-4110 

 
AWDE-4113 

 
AWDE-4116 

 
AWDE-4118 

 
AWDE-4119 

 
AWDE-4120 

 
AWDE-4122 

 
AWDE-4126 

For wrapped guy - WGL-4110 WGL-4113 WGL-4116 - WGL-4120 - - - 
 

Automatic 
Aluminum-Clad Steel Guy Strand 

 
Hubbell (Fargo) - GDE-300 GDE-301 GDE-301 - GDE-302 - - - 
MacLean (Reliable) - 5200 5201 5201 - 5202 - - - 
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bv - Rods, armor 
 

(includes standard, double insulator, and tapping rods) 
 
 

Aluminum or aluminum alloy rods for use on ACSR 
 
 

Alcoa Conductor 
Accessories 

Formed Type 

  
Dulmison Formed Type 
  
Florida Wire and Cable Formed Type 
  
Helical Line Products Formed Type 
  
Helix Uniformed Ltd. Formed Type 
  
Preformed Line Products Formed Type 
  
  

 
 

Copperweld rods for copper or CWC conductor 
 

  
Dulmison Formed Type 
  
Helical Line Products Formed Type 
  
Preformed Line Products Formed Type 

 
 
 
 

Alumoweld rods for aluminum clad steel (Alumoweld) 
overhead ground wire 

 
 

Dulmison Formed Type 
  
Helical Line Products Formed Type 
  
Preformed Line Products Formed Type 

 
 




